
INTENDED USE

The LuneraTM 2200 is an ultra thin architectural lay-in luminaire for office, school, hospital, and other 
commercial applications.  It generates soft, voluminous light that is ideal for a range of applications.  
The uniform luminance across the light panel allows the fixture to be placed without it being a source 
of glare.  It does all in an aesthetically pleasing fixture package.

Utlizing superior quality LEDs, Lunera achieves greater output and efficiency producing high color 
rendering and extended lifetime performance. 

Lunera fixtures are manufactured in the US using clean manufacturing standards including ROHs 
compliancy. 

FEATURES

THE LUNERA 2200 IS A DIRECt REPlACEMENt FOR 2’X 4’ tROFFERS IN COMMERCIAl SPACES.
•	 3,845 lumens
•	 62 watts
•	 .62 watts/ sq. ft. (typical)
•	 Smooth continuous dimming (0-10 volt)
•	 Color temp: 4000K, 5000K
•	 5 Year Warranty
•	 85+ CRI
•	 Easily remotable power supply
•	 LM-80 tested LEDs
•	 LM-79 tested luminaire

CONSTRUCTION

Solid design, precision tooling and exacting quality control create a commercial LED fixture that 
meets the industry’s needs and requirements.

Anodized aluminum extrusion with acrylic layers, tested and proven LEDs and a solid state power 
supply.

ELECTRICAL SYSTEM

Standard driver is high efficiency, solid-state with smooth dimming available.

Choose 120V 50/60Hz or 277V 50/60Hz.
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SPECIFICATIONS PHOTOMETRICS

62watts

POWER CONSUMPTION

3,845lumens

OUTPUT

62Lm/W

EFFICACY

DIMENSIONS & MOUNTING

LUNERA 2200 GRID LAY-IN FIXTURE

Item Specification

Spacing Criteria 1.4

Color Temperature 4000K, 5000K

Lumens 3845

Efficacy (lm/w) 62

Color Consistency Proprietary Algorithm

Lumen Maint (L70) 50,000 Hours

Power Factor > 90%

Electrical
Input Voltage 120V 50/60 Hz or 277V 50/60 Hz 

Power Consumption 62W

Control Dimming, 0-10V, IEC 6096 Annex E

Physical

Dimensions (HxWxD) 24” x 24” x 1” 

Weight 14 lbs

Housing Anodized Aluminum

Optics Optical Guide Acrylic

Mounting
Fits standard size drop ceiling grid (15/16, 9/16 
Chicago Plenum)

Operating Temperature -15°F to 122°+ dF (-26°C to 50°C)

Humidity 20%-85% RH, non-condensing

Fixture Run Lengths 15’ nominal, 100’ available

Certifica-
tion & 
Safety

Certification UL, CUL, ETL, FCC

Material Usage No mercury or lead used, RoHS compliant

Environment Dry and Damp

LED Class L70 Rated to 50,000+ hrs @ T≤130C° (266°F)

SURFACE MEASUREMENTS

Zone Lumens % LAMP % FIXT

0-30° 983 26.4 26.4

0-40° 1639 44.2 44.2

0-60° 2933 79.8 79.8

0-90° 3656 100.0 100.0

ZONAL LUMEN SUMMARY INTENSITY (CANDLEPOWER) SUMMARY

PID# 10-9.L3.DO1 REV A

8 X 8 8 X 10 10 X 10 10 X 12 12 X 12

FOOT CANDLES 53 46 37 31 24

LPD 1.03 0.78 0.62 0.52 0.43

1.063

23 13/16”

23 13/16” 1 3/16”

Angle 0° 45°

0° 1253 1253

5° 1250 1252

15° 1230 1235

25° 1181 1188

35° 1087 1095

45° 931 938

55° 716 720

65° 470 473

75° 234 235

85° 49 50

90° 0 0



INTENDED USE

The 2250 is an LED fixture designed for indoor parking facilities. Using LED technology, it gener-
ates uniform light that is ideal for the energy efficient parking garage.  The uniformity across the light 
panel allows the fixture to be placed without it being a source of glare.  It is a fully closed system that 
is maintenance free.

Utlizing superior quality LEDs and state of the art engineering design, Lunera achieves greater out-
put efficiency and extended lifetime performance. 

FEATURES

•	 3,840 lumens
•	 62 watts
•	 .085 watts/ sq. ft. (typical)
•	 Controllable (0-10 volt)
•	 Damp Rated
•	 5000K color temperature
•	 Easily remotable power supply
•	 5 Year Warranty
•	 85+ CRI
•	 LM-80 tested LEDs
•	 LM-79 tested luminaire 

CONSTRUCTION

Solid design, precision tooling and exacting quality control create a commercial LED fixture that 
exceeds industry requirements and delivers the full potential of LED technology.

Aluminum extrusion with acrylic layers, tested and proven LEDs and a solid state power supply.

FINISH

Anodized aluminum encasing with various custom finishes available. 

ELECTRICAL SYSTEM

Standard driver is high efficiency, solid-state with smooth dimming available.

Choose 120V 50/60Hz or 277V 50/60Hz.

LUNERA 2200LED

2FT X 2FT PARKING GARAGE FIXTURE

INSTALLATION INSTRUCTIONS, LM-79 TESTING, AND IES FILES AVAILABLE ONLINE AT WWW.LUNERA.COM

DIMENSIONS & MOUNTING

23.3”

23.3” 4.0”

62watts

POWER CONSUMPTION

3,845lumens

OUTPUT

Lunera Lighting, Inc | For more info, contact us at info@lunera.com | www.lunera.com | 

T 650-241-3875 | F 650-362-1987 | 3696 Haven Avenue, Suite A, Redwood City, CA 94063 

© 2010 LuneraTM Lighting, Inc. All Rights Reserved PID# 10-9.L3.DO1 REV A


